This is a list of Standard Special Provisions and Project Specific Special Provisions on the special provision checklist, dated December 2008, and when the provisions should be used. 
STANDARD SPECIAL PROVISIONS

1. FORMAL PARTNERING
Use this special provision when it is desirable to formally partner a project and hire a facilitator to initiate the partnering process.
2. INFORMAL PARTNERING

Use this special provision when it is desirable to informally partner a project without the use of a hired outside consultant to facilitate the partnering process.
3. QC/QA

Use this provision when Quality Control/Quality Assurance (QC/QA) requirements are required on an asphalt concrete surfacing/resurfacing project.
4. GYRATORY CONTROLLED QC/QA

Use this provision when Gyratory Controlled Quality Control/Quality Assurance (QC/QA) requirements are required on an asphalt surfacing/resurfacing project.

5. PCC PAVEMENT SMOOTHNESS  

Use this provision when PCC paving is being performed and smoothness specifications are to be required for high speed urban construction or longer transition speeds from 45 mph to 65 mph. (Other than those specified in Section 380.3 O.2).

6. PCCP GRINDING without INCENTIVE
Use this provision when grinding is being performed on a non doweled pavement and it is desirable to have the pavement meet a certain smoothness specification without incentive payment to the Contractor (other than those specified in Section 380.3 O.2)

7. PCCP GRINDING with INCENTIVE 

Use this provision when grinding is being performed on a doweled concrete pavement and it is desirable to have the concrete pavement meet a certain smoothness specification with incentive payment made to the Contractor (other than those specified in Section 380.3 O.2). Except out by plan note areas that have excessive bumps.
8. PCCP DOWEL BAR RETROFIT
Use this provision when dowel bar retrofit is being used on the project.
9. TOPEKA SHINER

Use this provision when the project is adjacent to or crosses known and potentially occupied Topeka Shiner streams. Contact the Environmental Office for recommendations of when to use this provision and which provision to use.
PROJECT SPECIFIC SPECIAL PROVISIONS
1. CONTRACTOR STAKING 

Use this provision whenever it is desirable to have all or part of the construction staking performed by the contractor. Ensure that the table of contractor staking is included in the project plans.

2. CONTRACT TIME

Use this when it is desirable to utilize a special provision for contract time. Check the appropriate method which is to be used. Options are I/D, Block Closure Period, Lane Rental, Closure Period, A (costs) + B (time), Working Day, or Calendar Day. For Closure Period special provisions, include the number of days, either working or calendar, allowed.
3. FLEXIBLE PAVEMENT SMOOTHNESS

Use this provision when AC paving is being performed and smoothness specifications are to be required. Contact Materials and Surfacing for recommendations of when to use this provision.

OTHER PROJECT SPECIFIC SPECIAL PROVISIONS NEEDED

List any additional project specific special provisions required for the contract.
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