 


Reminder: The standard notes in this file contain various colors of text. The light orange colored text indicates text that may or may not need to be modified. The yellow highlighted text indicates informational text which needs to be deleted before plans are distributed for review. Columns in tables that are not used should be deleted. When notes are split between sheets, provide the title on the next sheet and add “(CONTINUED)” to the end of the title. If possible, do not split notes between pages. After plan notes are ready for review, change all text (except web links) to a black colored font.
SECTION M ESTIMATE OF QUANTITIES

DOT Plan Preparers shall create the following estimate of quantities utilizing the Contract Development Business System (CDBS).
	BID ITEM

NUMBER
	ITEM
	QUANTITY
	UNIT

	633E0010
	Cold Applied Plastic Pavement Marking, 4”

(White xxxx’, Yellow xxxx’)
	
	Ft

	633E0020
	Cold Applied Plastic Pavement Marking, 8”

(White xxxx’, Yellow xxxx’)
	
	Ft

	633E0030
	Cold Applied Plastic Pavement Marking, 24”

(White xxxx’, Yellow xxxx’)
	
	Ft

	633E0035
	Cold Applied Plastic Pavement Marking, Area

(White)
	
	SqFt

	633E0040
	Cold Applied Plastic Pavement Marking, Arrow

(Left xx, Right xx)
	
	Each

	633E0050
	Cold Applied Plastic Pavement Marking, Message
	
	Word

	633E5000
	Groove Pavement for Pavement Marking, 4”
	
	Ft

	633E5005
	Groove Pavement for Pavement Marking, 8”
	
	Ft

	633E5015
	Groove Pavement for Pavement Marking, 24”
	
	Ft

	633E5020
	Groove Pavement for Pavement Marking, Area
	
	SqFt

	633E5025
	Groove Pavement for Pavement Marking, Arrow
	
	Each

	633E5035
	Groove Pavement for Pavement Marking, Message
	
	Word


PAVEMENT MARKING

The pavement marking material shall be as defined in Section 983 of the Standard Specifications.
GROOVE PAVEMENT FOR PAVEMENT MARKING
The Contractor shall establish a positive means for the removal of the grinding and/or grooving residue. Solid residue shall be removed from the pavement surfaces before being blown by traffic action or wind. Residue shall not be permitted to flow across lanes being used by public traffic or into gutter or drainage facilities. Residue, whether in solid or slurry form, shall be disposed of in a manner that will prevent it from reaching any waterway in a concentrated state.






























































































































































































































































