














< Spill Prevention (4.2 2.c.(2))

» Material Management

Housekeeping

e Only needed products will be stored on-site by the contractor.

o Except for bulk materials the contractor will store all materials
under cover and in appropriate containers.

e Products must be stored in original containers and labeled.

e Material mixing will be conducted in accordance with the
manufacturer’'s recommendations.

e When possible, all products will be completely used before
properly disposing of the container off site.

e The manufacturer’s directions for disposal of materials and
containers will be followed.

e The contractor’s site superintendent will inspect materials
storage areas regularly to ensure proper use and disposal.

o Dust generated will be controlled in an environmentally safe
manner.

e Vegetation areas not essential to the construction project will
be preserved and maintained as noted on the plans.

Hazardous Materials

e Products will be kept in original containers unless the
container is not resealable.

¢ Original labels and material safety data sheets will be
retained in a safe place to relay important product
information.

e |f surplus product must be disposed of, manufacturer’s label
directions for disposal will be followed.

e Maintenance and repair of all equipment and vehicles
involving oil changes, hydraulic system drain down, de-
greasing operations, fuel tank drain down and removal, and
other activities which may result in the accidental release of
contaminants will be conducted on an impervious surface
and under cover during wet weather to prevent the release of
contaminants onto the ground.

e Wheel wash water will be collected and allowed to settle out
suspended solids prior to discharge. Wheel wash water will
not be discharged directly into any storm water system or
storm water treatment system.

e Potential pH-modifying materials such as: bulk cement,
cement kiln dust, fly ash, new concrete washings, concrete
pumping, and mixer washout waters will be collected on site
and managed to prevent contamination of storm water runoff.

» Product Specific Practices (6.8)

Petroleum Products

All on-site vehicles will be monitored for leaks and receive regular
preventive maintenance to reduce the chance of leakage.
Petroleum products will be stored in tightly sealed containers
which are clearly labeled.

Fertilizers

Fertilizers will be applied only in the amounts specified by the
SDDOT. Once applied, fertilizers will be worked into the soil to
limit the exposure to storm water. Fertilizers will be stored in an
enclosed area. The contents of partially used fertilizer bags will
be transferred to sealable containers to avoid spills.

Paints

All containers will be tightly sealed and stored when not required
for use. The excess will be disposed of according to the

manufacturer’s instructions and any applicable state and local
regulations.

Concrete Trucks

Contractors will provide designated truck washout areas on the
site. These areas must be self contained and not connected to
any storm water outlet of the site. Upon completion of
construction washout areas will be properly stabilized.

Spill Control Practices (4.2 2 c.(2))

In addition to the previous housekeeping and management practices,
the following practices will be followed for spill prevention and
cleanup if needed.

For all hazardous materials stored on site, the manufacturer’s
recommended methods for spill clean up will be clearly posted.
Site personnel will be made aware of the procedures and the
locations of the information and cleanup supplies.

Appropriate cleanup materials and equipment will be maintained
by the contractor in the materials storage area on-site. As
appropriate, equipment and materials may include items such as
brooms, dust pans, mops, rags, gloves, goggles, kitty litter, sand,
sawdust, and plastic and metal trash containers specifically for
clean up purposes.

All spills will be cleaned immediately after discovery and the
materials disposed of properly.

The spill area will be kept well ventilated and personnel will wear
appropriate protective clothing to prevent injury from contact with
a hazardous substance.

After a spill a report will be prepared describing the spill, what
caused it, and the cleanup measures taken. The spill prevention
plan will be adjusted to include measures to prevent this type of
spill from reoccurring, as well as clean up instructions in the
event of reoccurrences.

The contractor’s site superintendent, responsible for day-to-day
operations, will be the spill prevention and cleanup coordinator.
The contractor is responsible for ensuring that the site
superintendent has had appropriate training for hazardous
materials handling, spill management, and cleanup.

Spill Response (4.2 2 ¢.(2))

The primary objective in responding to a spill is to quickly contain the
material(s) and prevent or minimize migration into storm water runoff
and conveyance systems. If the release has impacted on-site storm
water, it is critical to contain the released materials on-site and
prevent their release into receiving waters. If a spill of pollutants
threatens storm water or surface water at the site, the spill response
procedures outlined below must be implemented in a timely manner
to prevent the release of pollutants.

The contractor’s site superintendent will be notified immediately
when a spill or the threat of a spill is observed. The
superintendent will assess the situation and determine the
appropriate response.

If spills represent an imminent threat of escaping erosion and
sediment controls and entering receiving waters, personnel will
be directed to respond immediately to contain the release and
notify the superintendent after the situation has been stabilized.
Spill kits containing appropriate materials and equipment for spill
response and cleanup will be maintained by the contractor at the
site.

If oil sheen is observed on surface water (e.g. settling ponds,
detention ponds, swales), action will be taken immediately to
remove the material causing the sheen. The contractor will use
appropriate materials to contain and absorb the spill. The source
of the oil sheen will also be identified and removed or repaired as
necessary to prevent further releases.

= If a spill occurs the superintendent or the superintendent’s
designee will be responsible for completing the spill reporting
form and for reporting the spill to SD DENR.

= Personnel with primary responsibility for spill response and clean
up will receive training by the contractor’s site superintendent or
designee. The training must include identifying the location of the
spill kits and other spill response equipment and the use of spill
response materials.

= Spill response equipment will be inspected and maintained as
necessary to replace any materials used in spill response
activities.

< Spill Notification
In the event of a spill, the contractor’s site superintendent will make the
appropriate notification(s), consistent with the following procedures:
A release or spill of a regulated substance (includes petroleum and
petroleum products) must be reported to DENR immediately if any
one of the following conditions exists:
= The discharge threatens or is in a position to threaten the waters
of the state (surface water or ground water).
= The discharge causes an immediate danger to human health or
safety.
= The discharge exceeds 25 gallons.
= The discharge causes a sheen on surface water.
= The discharge of any substance that exceeds the ground water
quality standards of ARSD (Administrative Rules of South
Dakota) chapter 74:54:01.
= The discharge of any substance that exceeds the surface water
quality standards of ARSD chapter 74:54:01.
= The discharge of any substance that harms or threatens to harm
wildlife or aquatic life.
= The discharge of crude oil in field activities under SDCL (South
Dakota Codified Laws) chapter 45-9 is greater than 1 barrel (42
gallons).
To report a release or spill, call DENR at 605-773-3296 during regular office
hours (8 a.m. to 5 p.m. Central time). To report the release after hours, on
weekends or holidays, call State Radio Communications at 605-773-3231.
Reporting the release to DENR does not meet any obligation for reporting to
other state, local, or federal agencies. Therefore, the responsible person must
also contact local authorities to determine the local reporting requirements for
releases. DENR recommends that spills also be reported to the National
Response Center at (800) 424-8802.

< Construction Changes (4.4)

When changes are made to the construction project that will require
alterations in the temporary erosion controls of the site, the Storm Water
Pollution Prevention Plan (SWPPP) will be amended to provide
appropriate protection to disturbed areas, all storm water structures, and
adjacent waters. The SDDOT Project Engineer will modify the SWPPP
plan (DOT 298) and drawings to reflect the needed changes. Copies of
changes will be routed per DOT 298. Copies of forms and the SWPPP
will be retained in a designated place for review over the course of the
project.
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% CERTIFICATIONS

» Certification of Compliance with Federal, State, and Local
Regulations

The Storm Water Pollution Prevention Plan (SWPPP) for this project

reflects the requirements of all local municipal jurisdictions for storm

water management and sediment and erosion control as established by

ordinance, as well as other state and federal requirements for sediment

and erosion control plans, permits, notices or documentation as

appropriate.

» South Dakota Department of Transportation

| certify under penalty of law that this document and all attachments were
prepared under my direction or supervision in accordance with a system
designed to assure that qualified personnel properly gather and evaluate
the information submitted. Based on my inquiry of the person or persons
who manage the system, or those persons directly responsible for
gathering the information, the information submitted is, to the best of my
knowledge and belief, true, accurate, and complete. | am aware that there
are significant penalties for submitting false information, including the
possibility of fine and imprisonment for knowing violations.

ot
/ o

Authorized Signature (See the General Permit, Section 6.7.1.C.)

» Prime Contractor

This section is to be executed by the General Contractor after the award
of the contract. This section may be executed any time there is a change
in the Prime Contractor of the project.

| certify under penalty of law that this document and all attachments will
be revised or maintained under my direction or supervision in accordance
with a system designed to assure that qualified personnel properly gather
and evaluate the information submitted. Based on my inquiry of the
person or persons who manage the system, or those persons directly
responsible for gathering the information, the information submitted is, to
the best of my knowledge and belief, true, accurate, and complete. | am
aware that there are significant penalties for submitting false information,
including the possibility of fine and imprisonment for knowing violations.

Authorized Signature

R
0‘0

>

CONTACT INFORMATION

Contractor Information:

= Prime Contractor Name:

=  Contractor Contact Name:

= Address:
= Address:
= City: State:

= Office Phone:

= Cell Phone:

Erosion Control Supervisor

= Name:

= Address:

= Address:

= City: State:

=  Office Phone:

= Cell Phone:
SDDOT Project Engineer

=  Name:

= Business Address: P.O. Box 940 (901 Dakota Ave North), Huron,

SD

Job Office Location:

= City:

Office Phone: 605-353-7140

= Cell Phone:

SD DENR Contact Spill Reporting

State:

Zip:
Field:
Fax:

Zip:
Field:
Fax:

Zip:
Field:

Fax:

= Business Hours Monday-Friday (605) 773-3296
= Nights and Weekends (605) 773-3231
SD DENR Contact for Hazardous Materials.

= (605) 773-3153

National Response Center Hotline

= (800) 424-8802.
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Posted Speed
Prior to Work

Spacing of Advance
Warning Signs

Warning sign sequence—/

In opposlite directlon same
as below.

Posted Spacing of Spacing of
Speed |Advance Warning|Channelizing
Prior to Signs Devices
Work (Feet) (Feet)
(M.P.H.) (A) (G)
0 - 30 200 25
35 - 40 350 25
45 - 50 500 50
55 750 50
60 - 65 1000 50
g—® Flagger

B Channelizing Device

For low-volume traffic situations
with short work zones on straight
roadways where the flagger is visible
to road users approaching from both

directions, a single flagger may be used.

The ROAD WORK AHEAD and the END ROAD
WORK signs may be omitted for short
duration operations (I hour or less).

For tack and/or flush seal operations,
when flaggers are not being used, the
FRESH OIL sign (W21-2) shall be displayed
in advance of the liquid asphalt
areas.

Flashing warning lights and/or flags
may be used to call attention to the
advance warning signs.

The channelizing devices shall be drums
or type Il barricades if traffic
control must remain overnight or
longer. During daylight hours, 42" cones
may be used in lieu of drums or type
Il barricades along the centerline.

2-0¢9
XIOM @vod
aN3

Channelizing devices are not required
along the centerline adjacent to work
area when pilot cars are utilized for
escorting traffic through the work
area.

Channelizing devices and flaggers shall
be used at intersecting roads to
control intersecting road traffic as
required.

The buffer space shall be a sufficient
length so that the channelizing
devices are visible to approaching
traffic.

100’
(Max.)

[

One Lane Two-way
Traffic Taper

XXX
FEET
Wie-2
(Optional)

June 26, 2006

(Feet)

The signs Illustrated are not required (M.P.H.) o
if the work space is behind a barrier, 0 - 30 200
more than 2 feet behind the curb, or |5 35 - 40 350
feet or more from the edge of any L 45 - 50 500
roadway. 55 750
The signs illustrated shall be used where 60 - 75 1000
there are distracting situations; such as:
vehicles parked on shoulder, vehicles
accessing the work site via the highway,
and equipment traveling on or crossing
the roadway to perform work operations.
The ROAD WORK AHEAD sign may be replaced
with other appropriate signs, such as
the SHOULDER WORK sign. The SHOULDER WORK
sign may be used for work adjacent to
the shoulder.
* If the work space Is on a dlvided

highway, an advance warning sign

should also be placed on the left side WORK

of the directional roadway. SPACE
For short term, short duration, or moblle
operations, all signs and channelizing
devices may be eliminated If a vehicle with
an activated flashing or revolving yellow
light Is used.

<t
*
July I, 2005
S PLATE NUMBER
g GUIDES FOR TRAFFIC CONTROL DEVICES 634.0/
. WORK BEYOND THE SHOULDER
Published Date: 3rd Ofr, 2010 ‘7! Sheet 1of |

Published Date: 3rd Ofr, 2010

NQUUR G

GUIDES FOR TRAFFIC CONTROL DEVICES
LANE CLOSURE WITH FLAGGER PROVIDED

PLATE NUMBER
634.23

Sheet | of |

Username - trabl 7882
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Buffer
Space

Spacing of Advance

Posted Speed Warning Signs
Prior to Work (Feet)

(M.P.H.) (A)

0 - 30 200

35 - 40 350

45 - 50 500

55 750
60 - 65 1000

Conditions represented are for work
that requires closings during daytime
hours only.

This application is intended for a
planned temporary closing not to
exceed 15-20 minutes.

The flaggers shall stop the first
vehicle from the position shown, then
move to the centerline to stop
approaching traffic.

(Ibuoj+do)
2-029
HOM avod
N3

WORK
SPACE

o M Flagger

END
ROAD WORK
G20-2
(Optional)
Posted
Speed Length of
Prior to| Longitudinal
Work [Buffer Space
(M.P.H.) (Feet)
20 35
25 55
30 85
35 120
40 170
45 220
50 280
55 335
60 415
65 485

Buffer space dependent
on work site limitations.

.

December 23, 2008

STATE OF

PROJECT

SHEET

SOUTH
DAKOTA

020-192

TOTAL
SHEETS

Plotting Date: 13-AUG-2010

ITEMIZED LIST FOR TRAFFIC CONTROL

NUMBER UNITS PER
SIGN CODE | SIGN SIZE DESCRIPTION REQUIRED SIGN UNITS
G20-2 36" x 18" | END ROAD WORK 2 17 34
W20-1 48" x 48" | ROAD WORK #### FT. OR AHEAD 2 34 68
W20-4 48" x 48" | ONE LANE ROAD #### FT. OR AHEAD 2 34 68
W20-7a 48" x 48" | FLAGGER 2 34 68
W3-4 48" x 48" | BE PREPARED TO STOP 2 34 68
TOTAL UNITS 306

NQURG

Published Date: 3rd Otr. 2010

GUIDES FOR TRAFFIC CONTROL DEVICES
TEMPORARY ROAD CLOSURE

PLATE NUMBER
634.30

Sheet | of |

If a sign is required on a project and not listed in the above inventory, the units per sign will be determined as follows:
Signs 36" x 36" will be measured at 27 units each and signs 48" x 48" will be measured at 34 units each, otherwise:

If a sign measures less than 25" high and 25" wide the units per sign will be computed as sign size (sq ft) x 3.

If a sign measures between 23H" and 37H" the units per sign will be computed as sign size (sq ft) x 1.2 +15.

Username - trabl 7882



PLOT SCALE - 200.000000:1.000000

PLOTTED FROM - TRAB17882

STATE OF
SOUTH
DAKOTA

PROJECT

020-192

SHEET TOTAL
NO. SHEETS

Plotting Date: 24-AUG-2010
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/ I
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/
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R 8g /
™| 3 0
mom [y i
. NN o 1
The SW 1/4 lying West of <l eg
the James River, except '9;0.
Railroad Right of Way of T
Sec. 34-T120N-R63W Y Sec. 34 - T120N — Ro63W
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PE1-1.14 acres
(49762 Sq. Ft.)s more or less 2 8
63 S8
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$’T < | 1
75’ 75’ 75’
, , Sec. Line ) Present Hwy. SD No. 20 , ,
30+00 35400 40400 A 50+00 55400 60+00
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PLOT NAME - EILKW

FILE - U:\REGIONA\PRJU\SPNKI1KW\EI1KW.DGN
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